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SITE SPECIFIC_NQTES: SOUNDINGS TAKEN BY C. STRONG AND PARTY

CONTRACT DEPTHS AND SOUNDINGS ARE
REFERRED TO LOW WATER DATUM OF 569.2
FEET. HORIZONTAL CONTROL 15 REFERRED
TO OHIO NORTH ZONE.

ALL SOUNDINGS FOR THE TOLEDD HARBOR AND
RIVER_WERE TAKEN AS SHOWN:

PONT PLACE

STA. 350+0D TO STA. 400+00 OCTOBER 31, 2002

STA. 401+00 TO STA. 421+00 OCTOBER 31, 2002

CONTRACT DEPTH IS 29.0 FEET.
TO VIEW A COLOR VERSION OF THIS MAP, POINT

YOUR WEB BROWSER TO hiip://www.Irb.usace.
army.mil/waterways/survey/survey.him
THE FILES USED IN THE PREPARATION OF
THIS DRAWING ARE ON DISK: HARBOR 2002

FILES: TOL5A02.0GN
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Philip  A Newman
This file is the After Contract Dredging 2002 sounding sheet 4 of 6 in the Toledo Bay and Maumee River shows the dredging area in the Maumee river station 350+00 to 421+00 at Contract depth of 29.0'.The shoaling is indicated by the red color. 



